


Dimension Drawing

Vehicle Telematics Computer
We reserve the right to change speci�cations and product descriptions at any time without prior notice. Last update: July-2-2008

Construction
Aluminum chassis with fan-less design��Œ

Environment
Operating temperature: ��Œ
Ambient with air �ow : -15°C to 60°C (Celeron M 600/1G) 
                                    -15°C to 50°C (Pentium M 1.6G/1.8G)
Storage temperature: -20°C to 80°C ��Œ
Relative humidity: 10% to 90% (Non-condensing)��Œ
Vibration: ��Œ
Operating:  
2G @ 5~500 Hz random with CF 
1G @ 5~500 Hz random with HDD 
2G @ 5~500 Hz random with Automotive HDD (w/vibration kit) 
MIL-STD-810F, Method 514.5 C-1, Category 20, Ground Vehicle-Highway Truck
Shock: ��Œ
Operating: MIL-STD-810F, Method 516.5, Procedure I, Trucks and 
semitrailers=20g 
Non-Operating: (Crash Hazard) MIL-STD-810F, Method 516.5, Procedure V, 
Ground equipment= 75g

Certi�cations
CE, FCC ��Œ
e13 Mark��Œ

Ordering Information
VTC 3300E-SKT (P/N:10V00330009X0) ��Œ
VTC 3300E-SKT, Barebone. w/o NAK3300, CPU
VTC 3300E-C65 (P/N: 10V00330007X0) ��Œ
VTC 3300E-C65, w/ Celeron M 600MHz CPU, Memory 512MB w/o NAK3300
VTC 3300E-373 (P/N: 10V00330008X0) ��Œ
VTC 3300E-373, w/ Celeron M 1GHz CPU, Memory 512MB, w/o NAK3300 
 

Optional accessory��Œ

Part No. Description

71IB01GC42X00
INTEL,CELERON-M 370,1.5G/1MB/400
FC-PGA, INTEL:RH80536NC0211M

7234M25608X00
DDR400 SO-DIMM,PROMOS,industrial,-40°C to +85°C, 
32Mx8, 256MB, 200PIN, W/O ECC & REG,H:1.25”, 
Apacer:76.8325G.105,PBFREE

7234M51205X00
DDR400 SO-DIMM,PROMOS,industrial,-40°C to +85°C, 
64Mx8, 512MB, 200PIN, W/O ECC & REG,H:1.25”, 
Apacer:76.9325G.113,PBFREE

1Z00330000X0 NAK 3300, Siemens MC55 GSM/GPRS tri-band module and U-blox 
LEA-4S GPS module with Front Panel

7510LAN001X00Wireless MiniPCI card,802.11 a/b/g w/antenna& cable

60233SAM05X00GPS antenna/5m/SMA180P

60233SAM07X00GSM/GPRS Antenna/ SMA, support 850/900/1800/1900

50501A0202X00Vibration/Fan Kit

73AE512M02X00CF card, 512MB, -40°C to 85°C, PQI (#AC60-5120R0444)

73AE001G02X00CF card, 1GB, -40°C to 85°C, PQI (#AC60-1030R0444)

73H1400G20X00
Fujitsu 2.5”, automotive HDD, 40GB, 4200rpm, -20°C to 80°C,
vibration 1G, #MHW2040AC

73H1400G21X00
Seagate 2.5”, automotive HDD, 40GB, 5400rpm, -30°C to 85°C,
vibration 2G, #ST940817AM

73H1800G13X00
Seagate 2.5”, automotive HDD 80GB, 5400rpm, -30°C to 85°C,
vibration 2G, #ST980817AS

7400120003X00VTC3300 POWER ADAPTER w/ US type power cord FSP:120-
AABC(N09002),120W 19V/6.3A

7400120004X00VTC3300 POWER ADAPTER w/ Schukotype power cord FSP:120-
AAB(N09003),120W 19V/6.3A

7400120005X00VTC3300 POWER ADAPTER w/ UK type power cord FSP:120-
AAB(N09004),120W 19V/6.3A

7400120002X00VTC3300 POWER ADAPTER FSP:120-AAB(N09001),120W 19V/6.3A
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