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Power management Ordering Information

ESelectable for boot-up & shut-down voltage for low power protection E/TC 6100
@EHW design re‘ady‘for 8-level Delay time on/off at user’s self con guratlovqlith Atom™ N270 1.6GHz & 1GB DDR2 memory & GPS module & GPS antenr
@EPower on/off ignition, SW detectable

@&S3 suspend mode support @EOptional Accessories

IP rating Part No. Description
@EP65 compliant (w/ VTK 60P)

10VK0006002 0Wireless Mini Card, 802.11 a/b/g/n, Intel: 4965AGN, w/antenna & cable. w/o

packing
Dimensions 10VK0006000x0 Sie1™a MC8790V, GPRS/UMTS/HSDPA, wiinternal cable and antenna. w/o
@260mm(W) x 176mm(D) x 50mm(H) (10.24"(W) x 7"(D) x 1.97"(H)) packing

73H7400G04X(0Seagate 2.5" SATA, automotive HDD 40G, 5400rpm, -30C~85C, |vibration 2G

Construction
EAluminum enclosure with fanless design

73H7800G09X(0Seagate 2.5” SATA, automotive HDD 80G, 5400rpm, -30C~85C, |vibration 2G

10VK0033V00{0VTK 33V, Anti-Vibration / Fan Kit

Environment 10VK33MO0100XP&/TK 33M-01, 8.4" monitor w/ Touch Screen
EOperating Temperature 10VK0033BOOXPI/TK 33B, Smart Battery Kit
o . . .
-30°C ~ +60°C with CF or Automotive HDD 60233SAM16XJOWLAN antenna for IEEE 802.11 a/b/g/n

EStorage Temperature

-40°C ~ +80°C @ relative humidity 10% to 90% non-condensing
@Vibration (w/o vibration kit) 60233SAM17XQ0GPRS/UMTS/GPRS Antenna, SMA, support 850/900/1800/1900f2100

60233SAM0O5X(0GPS antenna /5m/SMA180P

2G @ 5-500Hz random with CF 60233SAMO7XQOGSM/GPRS Antenna, SMA, support 850/900/1800/1900

1G @ 5-500Hz random with Automotive HDD ) ) 73AE512M02XJ0DDR2 Memory 512MB, -40°C~85°C, PQI (#AC60-5120R0444)
MIL-STD-810F Method 514.5 C-17 Category 20 Gound Vehicle-Highway—Fraet

THHCIK

y
(in operation) 73AE001G02X(0DDR2 Memory 1GB, -40°C~85°C, PQI (#AC60-1030R0444)
@EShock 2200120003x0h POWER ADAPTER w/ US type power cord FSP:120-AABC(N0902),120W
i 19V/6.3A
Operating: MIL-STD-810F Method 516.5, Proceure |, Trucks and
semltrallers_:ZOg 7400120004X0p 1%?/%%!2 ADAPTER w/ Schukotype power cord FSP:120-AAB(NP9003),120W
Non-Operating: MIL-STD-810F, Method 516.5, Procedure V, Gound equipment= :
759 2400120005x0h POWER ADAPTER w/ UK type power cord FSP:120-AAB(N090D4), 120w
19V/6.3A
Certi cations 7400120002X0p POWER ADAPTER Only FSP:120-AAB(N09001),120W 19V/6.3(
ECE approval 60233SAM03X(0Internal cable for GSM/WLAN/GPS antenna connection. MOQ: 2 pcs
@E&-CC Class B
E&e13 Mark
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